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For Customer Service  

If you need assistance or services, please call 888-GO-KODIAK or 361-592-3615. Keep a copy of this 
manual with the container for future reference. 

IMPORTANT PRECAUTIONS   

�    Read the complete Container Operation Manual to ensure your payload’s integrity.  
If you fail to read the manual your product may be compromised. 

�   You must pre-condition product and packaging materials at the same temperature.  
This temperature must be within the regulation temperature range of the 
container.  

�   Assure that the container base is no warmer than room temperature prior to 
packing of payload and shipment.  Pre-chilling the base may be preferable. 

�   Only use packaging materials that allow for air flow completely around your 
payload.  There must be adequate space between the bottom of the container, the 
ribbed sidewalls of the container and your payload.  If assistance is needed, 
please contact Kodiak at 888-GO-KODIAK or 361-592-3615. 

�   If provided, position the sensor probe or data logger on top of the payload/product 
for accurate temperature readings.  

�   Only use container for its intended function. 
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General Handling Instructions 
 

 

 
 

 

Remove container lid using handle on 
front of lid. 

To replace container lid, place the lid 
on an angle near the back of the base 
and slide the lid back as you lower the 
front. Close the lid and push down on 
the front and top to force the lid into the 
container base. 

To close case top, pull forward and 
lower until it contacts the body. 

 

 
 

Lift container with side handles. 

 

To open case, turn latches 
counterclockwise.  Pull the bottom latch 
forward to disengage from the top latch.  
Lift case top up from the front to open 

Container with case top open. 
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To close case top, push down on the 
case top. Move the bottom latch 
forward to engage the top latch.  Turn 
the tab clockwise to lock in place. 

Place security tie through holes in 
padlock tabs on latch. 
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Preparing A Shipment 
 
Prepare Container 

·  Select the container base(s) to be used in the shipment. 
·  The container body should be cooled in preparation for the loading process to minimize the use 

of the dry ice to cool the container. 
·  Perform a “pre-packing run” to determine the type and quantity of dry ice needed for a particular 

payload.  To ensure that proper cooling and temperature regulation is achieved, it is required to 
have an adequate amount of airflow between your payload and the inside walls   of the container. 
Avoid using packing materials (i.e. foam peanuts), which would fill in the intended air space 
created by the interior ribs and obstruct the internal air circulation. NOTE: The above are 
Kodiak Thermal Technologies, Inc. guidelines. However, each customer’s situation will be 
different and testing is recommended to determine the optimum container conditioning time. A 
drop-in thermometer is recommended for testing the initial temperature when preparing to load 
the container. 

·  Place the container lid on the containers. The lid is most easily placed near the mid point of the 
base and slid toward the back of the container base.  Push the container lid down in the front so it 
is fully depressed into the base. 

·  Close the outside case top by pulling it forward at the top and gently lower it toward the base.  
Push it down in the front so it will meet the bottom of the latch assembly. 

·  Push the bottom latch inward so it engages the top latch.  Close the latches by turning them 
clockwise. Note: Press down on the top while closing the latches. 

·  Place security tie through holes in padlock tabs on the latches. 
 
Pack Container  

·  Prepare payload and dunnage for insertion into the D36 shipping container. Payload and dunnage 
should be pre-chilled required payload temperature.  

·  Remove the lid from the container base and set aside with the inside surface facing upward. 
·  Place packing material in bottom of payload area to separate the dry ice from the plastic on the 

bottom of the payload area. 
·  Place the dry ice in a corrugated box so that when the dry ice sublimates, the box will still 

maintain the same space to prevent the load from shifting. 
·  Place product and dunnage inside of container. Note: This process should be performed as 

quickly as possible. Payload should be placed toward the bottom of the container near the dry 
ice.  

·  If this container has a drop-in temperature logger, start the logger and place it in the location of 
the payload where you want to measure the internal temperature.  Ensure that the logger will 
measure dry ice temperatures (-78 C). 

·  Place the container lid on the containers. The lid is most easily placed near the mid point of the 
base and slid toward the back of the container base.  Push the container lid down in the front so it 
is fully depressed into the base. 

·  Close the outside case top by pulling it forward at the top and gently lower it toward the base.  
Push it down in the front so it will meet the bottom of the latch assembly. 
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·  Push the bottom latch inward so it engages the top latch.  Close the latches by turning them 
clockwise. Note: Press down on the top while closing the latches. 

·  Place security tie through holes in padlock tabs on the latches. 
·  If the container has an “On-Board Logger”, refer to the Kodiak Thermal Technologies, Inc., 

manual, “Operating Manual For The Escort iLog” for instructions on how to start the logger. 
  

Preparing a Shipment Quick Summary 
 

·  Pick container bases and lids from storage. 
·  Place dry ice in corrugated box.  Place box with dry ice in containers and install lid on base. 
·  Allow the containers to cool. 
·  Pull the product to be shipped from cold storage. 
·  Open the container and pack the product into the container and secure with appropriate pre-

cooled packing material. 
·  If the container has a “Drop-In Logger” , start the logger and place it in the desired location 

within the payload. 
·  Place the lid back onto the container base 
·  Close the case top. 
·  Latch case top. 
·  Install security ties. 

·  If container has an “On-Board Logger”, then start the logger now. 
 

 
MICROPROCESSOR OPERATION 

 
The Kodiak Thermal Technologies, Inc. containers are sold in three different data logger 
configurations: 

1. No logger included - Under this option, the customer does not want temperature monitoring, or 
the customer is supplying a logger of its own choosing. 

2. Drop-In data logger - (Intelligent Mini Logger by Escort Data Logging Systems) 
3. On-Board data logger - (iLog Data Logger by Escort Data Logging Systems).  This logger will 

measure down to -40.4C.  The customer knows that the temperature is below that temperature 
using this logger.  If the exact temperature is needed, Kodiak recommends for the customer to 
use a drop in logger that will measure dry ice temperatures. 

 
 
Instructions for operating data loggers provided by Kodiak Thermal Technologies, Inc.: 

1. The instructions for the drop-in logger are found in the current revision of the Kodiak Thermal 
Technologies, Inc. manual, “Operating Manual For The Escort Mini Logger”. 

2. The instructions for the “on-board data logger” are found in the current revision of the Kodiak 
manual, “Operating Manual For The Escort iLog”.  

 
Additional information about Escort products can be found at http://www.escortdls.com. 


